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Distrubuted by:

NEW

APPA 705

20000 count digital display

Auto Selection of LCR Testing

Auto Ranging

0.5% basic accuracy Capacitance
and Inductance

Measurement Parameters:
L.C.R.D.G:O, DCR

Testing Frequency: 100Hz/120Hz
11KHz/10KHz selectable

Self Calibration

External USB power operation

Zeroing Mode

Low Battery Indication

Auto Power Off

USB interface

Tweezers Easy Testing

NEW

APPA 707

20000 count digital display

Auto Selection of LCR Testing

Auto Ranging

0.5% basic accuracy Capacitance
and Inductance

Measurement Parameters:
L.C.R.D.G:0, DCR

Testing Frequency: 100Hz/120Hz
11KHz/10KHz/100KHz selectable

Self Calibration

External USB power operation

Zeroing Mode

Low Battery Indication

Auto Power Off

USB interface

Tweezers Easy Testing

Full accessories included

Specifications subject to change without notice.

APPA 705 / 707 Tweezer LCR meter
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SPECIFICATIONS:(All at 23C£5C, < 80% RH.)

GENERAL:

Sampling Rate 1.25 timesfsec 1.25 times/sec
Overload Indication "OL" or 0L '0L" or "-OL"

oW Battery Indcation 0]
Auto Power Off: Approx. 10 minutes —
peaing Temperature: 0°C~50°C, <80% RH ]
Storage Temperature: - 20°C ~ 60°C
Temperature Coefficient: 0.15 (Spec. Acc)/ °C, <18°C or >26°C

I
Power Requirement; Lion 400mAh batery or Ext. OC SV min-USBphug |~~~ » |
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Battery Life(Full charged): In hours{No backiight) 20
Size: 38mm(W) x 168mmiL) x 23mm(D

Weight: In grams 70

Included with intrument: Liion battery(installed), Fat tip, manual lso included Bend Tip AC Adaper,
and carrying pouch USB cable and CD-ROM software
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APPA TECHNOLOGY CORPORATION
9F, 119-1 Pao-Zong Rd., Shintien, Taipei, 231, TAIWAN
Tel: +886-2-29178820 Fax: +886-2-29170848
E-mail: info@appatech.com - http://www.appatech.com
ISO 9001 CERTIFIED

Advanced Instrument Technology Made Easy

APPA 705 / 707 Tweezer LCR meter
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